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SUGGESTED ANCHORING POINTS
Il carico consentito per il tetto e i punti di fissaggio devono essere

@ = PUNTI DI FISSAGGIO CONSIGLIATI

controllati sul posto da un esperto di staticaconsiderando

le norme vigenti in loco.
Maximum roof load and anchoring points must be verified on site,

by an engineer according to local regulations




50mm




o e X 1 (35x25x1100)

(TCEI M8x75)

X 2

- &

o
a
x
o
=
w
=
(Q\
X

| steel cables

iona

li) - opt

iona

(opz

i in acciaio

tt

cavi e morse

PUNTI DI FISSAGGIO CONSIGLIATI

PER CONDIZIONI DI CARICHI NORMALI

- NEVE fino a 1,2 KN/mq sul panneilo

- VENTO fino a velocita di 25m/s
per carichi superiori utilizzare i cavi antivento (opzionali)

per I'ancoraggio

fissaggio

devono essere controllati sul posto
da un esperto di statica
considerando le norme vigenti in loco.

Il carico consentito per il tetto e i punti di

SUGGESTED ANCHORING POINTS
FOR STANDARD LOAD CONDITIONS

- SNOW up to 1,2 kN/m2 on to the collector

- WIND speed up to 25 m/s

it

If wind spped is likely to overcome this limi

use the optional steel cables

Maximum roof load and anchoring points

must be verified on site,
by an engineer according to local regulations

PUNTI DI FISSAGGIO A TERRA CONSIGLIATI
SUGGESTED ANCHORING POINTS

MAX 1500

MAX 1500
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